19970730.ba v01_n591.bam.970730 v01_n592.bam.970730

>From ???@??? Wed Jul 30 03:01:18 1997
Message-Id: <199707300503.FAA22010@sco.theporch.com>
Date: Wed, 30 Jul 1997 00:03:03 CDT
Subject: BOATANCHORS digest 1591

			    BOATANCHORS Digest 1591

Topics covered in this issue include:

  1) Re: 829 mod for 4D32
	by "Larry Bearse" <lbearse@mail1.nai.net>
  2) WWII German RX Info Wanted
	by "James R. Binkley" <w4aos@his.com>
  3) Globe Kings for sale
	by RS2BK@aol.com
  4) Godzilla doesn't use Marconi CSR5...
	by "Thomas  A. Adams" <103360.2133@CompuServe.COM>
  5) Balanced/Unbal 390A
	by n5off@w5ddl.aara.org
  6) AES
	by wb6zwc@ns.net
  7) Re: AES
	by Keith Heitzmann <kk5fe@communique.net>
  8) Re: Heath Cap. checker
	by "al parker" <al_parker@kacc.com>
  9) 8 pin octals (male/female) needed
	by w2ec@VNET.IBM.COM
 10) Hallicrafters SX-101A Comments (long)
	by Doug Hall <dhall@jps.com>
 11) Swan 350
	by "Eric A. Jones" <eaj@hiwaay.net>
 12) 28v 50 amp generator MEP-025
	by Billy Wiggins <bwigg@worldnet.att.net>

----------------------------------------------------------------------

Date: Tue, 29 Jul 1997 19:06:27 -0400
From: "Larry Bearse" <lbearse@mail1.nai.net>
To: "Boatanchors list" <boatanchors@theporch.com>, <gilbertson@ics.uwex.edu>
Subject: Re: 829 mod for 4D32
Message-ID: <199707292321.TAA12809@mail1.nai.net>

> However, being a curious type, has anyone seen 829 mod info for the 
> Collins 32V series?  
> 
> 73  Denny K9JCZ

	Hi Denny, I had a 32V-2 a few years ago and the 4D32 eventually lost it.
There were plenty of 829A's bopping around the heap, so in one went. I did
not use any published mod. If memory serves, only the socket was rewired,
and very easily at that. Maybe the screen voltage had to be "adjusted" a
bit, don't really remember. But I do remember that the rig did not put out
quite as much power as with the 4D32, and I was really beating on the poor
tubes, having solid stated the HV pwr supply a while back. Kinda ate up
829's, but there was a ready supply, so who cared? One fine day a nice 4D32
came home and the socket was rewired to normal. So in conclusion, it was
not a big deal to use a 829 in the V2, just a little rewiring. If I had to
do it again, I think the 829 would last longer since I would not do things
like solid state the power supply to bring up the plate voltage to 1kv!

		73.....Larry WA1LGQ


------------------------------

Date: Tue, 29 Jul 1997 19:39:24 -0700
From: "James R. Binkley" <w4aos@his.com>
To: boatanchors@theporch.com
Subject: WWII German RX Info Wanted
Message-ID: <33DEA95C.3DED@his.com>

Hi gang.  A fellow ham at work brought in a WWII German receiver to show
me today.  Its really immaculate inside and looks really interesting. 
I'm asking for help in identifying it and maybe a schematic or other
info so that I can encourage him to fire it up (that way, I'll get to
play with it).  I'll describe it as best I can and hope someone
recognizes it.  

The name/model/builder appears to be Torn E. B.  Serial # 316977  43 
(is 43 the date of mfg?)

It is built into a box about 1 foot wide, 8-10 inches high and 8-10
inches deep.  

There is a cover over the front panel which snaps onto the enclosure box
with several clips, making a good weather tight seal.  The outside of
the box is rough, but inside, all is new looking and smelling.

The set uses 4 tubes, type RV2 P800 ?? They are metal shielded cylinders
about 1 inch in diameter, and 3-4 inches long.  There is a brass guide
pin on the bottom, and the contacts are arranged radially near the top
of the assembly.  There is a bakelite? part on top for pulling the tubes
out, this part also serves as a key.  Inside the shielding cylinder I
can see a glass vacuum tube.

The tube line-up appears to be two stages of RF amplification followed
by a regenerative? detector.  I believe that the fourth tube is used as
some kind of selective tone filter.

Frequency coverage is 96 KHz to 7095 KHz in 8 bands.

Band selection is by a knob on the front panel which turns a large
sturdy turret with the coils on it.

The dial is a logging type scale 0-100, but for each band legends appear
which contain approximate calibration, e.g. 50 on the dial = 6095 khz. 
it also tells approximately how many KHz each dial division represents
(neat!)

The other controls are regeneration, volume, antenna trim, on/off, and
tone filter on/off

There is a 6 pin power plug on the lower left side of the panel.

The antenna connector is a binding post on the top right side of the
panel.  A large brass one, and similarly the ground binding post is on
the lower right side.

There are two sets of pin terminals for headphones.

Inside its really beautifully constructed (except maybe for the Nazi
swastikas stamped here and there), many castings, everything screwed
down with machine screws (no rivets or sheet metal screws ball bearings
for the turret (really large ones, and libral use is made of ceramic
insulators.  Its well shielded, there is an aluminum shield all around
the set in addition to the box it is housed in. 

Sorry for the long post, thats about all I can say about it, hope
someone recognizes it.

Thanks in advance Bob w4aos@his.com

------------------------------

Date: Tue, 29 Jul 1997 20:48:40 -0400 (EDT)
From: RS2BK@aol.com
To: boatanchors@theporch.com
Subject: Globe Kings for sale
Message-ID: <970729204818_1812321569@emout03.mail.aol.com>

I have three Globe king 400's for sale. These transmitters run 400 watts
input on a.m. and c.w. using plugg in coils. The 400B and the 400C have three
decks, the rf deck, the modulator deck, and the power supply . 
The first Globe King is a 400. It was a special order from Leo's shop (World
Radio Labs) around 1949 or 1950. It includes the power supply, modulator
deck, a switch panel, three r.f. decks and antenna tuner at the top all in a
5 and one half foot rack on wheels.All tubes (6 V70d's) come with it. The
power supply has been restored. The other decks will need attention,but very
restorable.  This transmitter is band switiched between the three r.f. decks.
It is very rare. Not many of these were put together for customers. $700 with
three sets of coils, 160,80 and 40 meters. u pick up. I have pictures for
those seriously interested.
Gloge King two is a 400B. The r.f. deck wiring need to be looked at. Someone
has been in it, but it's all there. This transmitter sets in a Bud cabinet
(black crakle), not original, but looks good. $350 with 40 meter coils and
original manual sn#1686. U pick up.
Globe King three is a 400C. This one is all original except for the choke in
the modulator deck. This one is on the air on 3885 a.m. if you would like to
hear it. I have the manual sn#1923. $450 U pick up.
All The panels on these Globe Kings have no extra holes. They have the
original paint and knobs .(the knob is missing on King #1 modulator deck)On a
scale of one to ten #1 is a 5, #2 is an 8, and #3 is a 7. I can be reached at
e-mail rs2bk@aol.com or 309-799-7447. tnx, Jim Roseman, w9ud


------------------------------

Date: 29 Jul 97 21:09:35 EDT
From: "Thomas  A. Adams" <103360.2133@CompuServe.COM>
To: BOATANCHORS <BOATANCHORS@theporch.com>
Subject: Godzilla doesn't use Marconi CSR5...
Message-ID: <970730010934_103360.2133_JHL43-1@CompuServe.COM>

Greetings.

Well, a couple of folks suggested that the mystery BA rig in "Godzilla, King of
the Monsters" might be a Marconi  product. A quick trip to the HAIDA web page
says nope, Godzilla isn't a Marconi fan.

BTW Jerry, thanks for reminding me to check out the HAIDA page. I've been
meaning to for months, but it slipped my mind. You guys did one heck of a job,
both on the page AND the ship!

Anyway...

Went back to the movie for a closer look. All references to "left" and "right"
are as viewed by an operator sitting in front of the radio.

Directly under the half moon dial, there is a smaller (quarter moon???) window
for reading a fiduciary scale, somewhat like the KHz reading window on the 51J
series receivers. The main tuning knob is under the quarter moon window. The
dial windows do not have a fancy molded escutcheon like a Collins product; I'm
just saying that mechanically the arrangement seems similar, except using a half
moon instead of a slide rule type main dial. The panel itself is pretty much a
flat rack panel that has been suitably drilled and milled for the proper
openings; even the dial / window assembly itself seems pretty much flush with
the panel, like the Marconi. There is a square meter (S-meter?) on the upper
right hand panel. Above the half moon dial, at the top of the panel, there are 2
small knobs. On the left side of the half moon dial, there are four small knobs
arranged in a perfect square.

Looked at the nomenclature plate on the left side of the cabinet. Between poor
condition of the print the videotape was dubbed from, and raster lines / mucho
video noise (they used the el cheapo trick of saving videotape costs by dubbing
at the most economical tape speed, EP), not much of the plate is visible, but it
definitely IS NOT a military type data plate; it appears to be the kind of plate
that used to be attached to "industrial strength" commercial gear, like marine
radios. The only thing visible is a large, stylized letter S. The video smear of
the word it's attached to is a fairly long one (nope, not Scott).



BTW...   those kids that started this whole thing are FINALLY gone!  I never
wanted to have kids, and I find that  as I get older I no longer have the
patience to deal with those that other people bring around. They're not bad
kids, but it will take awhile to put the place back together; books and
videotapes scattered all over, games on CD ROM all over the computer desk, and
my stashs of Coke and ginger ale throughly depleted.  :)   I had a bad moment
when they were leaving...  one of the little monsters simply said "I'm
staying...   come get me tomorrow", and went back to the film he was watching!
For a brief moment, his mother seemed to seriously consider that idea! I had to
stifle a sigh of releif when she took the kid away.

More and more, I'm beginning to see kids the same way W. C. Fields did...

                                                                                 
73's,

                                                                                 
Tom, K9TA



------------------------------

Date: Wed, 30 Jul 1997 02:06:38 UTC
From: n5off@w5ddl.aara.org
To: boatanchors@theporch.com
Subject: Balanced/Unbal 390A
Message-ID: <58164@w5ddl.aara.org>

Ronnie:

I believe that if you use the balanced antenna jack, you must align the
front set of variable caps in the RF deck while using the balanced 
ant you intend to use.  If this was not done, then the comparison
is apples/oranges.

I don't have a balanced ant, so that is that . . .

73 Tom

------------------------------

Date: Tue, 29 Jul 1997 19:28:30 -0700
From: wb6zwc@ns.net
To: boatanchors@theporch.com
Subject: AES
Message-ID: <3.0.1.32.19970729192830.007ba250@mail-1.ns.net>

Antique Electronic Supply.........Phone number                   ???????
==========
Richard@Sacramento

------------------------------

Date: Tue, 29 Jul 1997 21:36:21 -0500 (CDT)
From: Keith Heitzmann <kk5fe@communique.net>
To: boatanchors@sco.theporch.com, wb6zwc@ns.net
Subject: Re: AES
Message-ID: <2.2.16.19970729213651.336f6662@mail.communique.net>

Hi Richard & the group,

AES phone # 1-800-706-6789

Later,
Keith   KK5FE

At 07:28 PM 7/29/97 -0700, you wrote:
>Antique Electronic Supply.........Phone number                   ???????
>==========
>Richard@Sacramento
>
__________________________________________
             -------Keeper of all that I buy-------
                          ----AMI# 837----
-----------Visit my Vintage Radio Web Site--------------
--------http://www.communique.net/~kk5fe-------------
Collector of tube radio's and vintage fishing equipment
____________________________________________



------------------------------

Date: Tue, 29 Jul 97 19:48:53 
From: "al parker" <al_parker@kacc.com>
To: keng@uidaho.edu, acomarow@USNEWS.COM, boatanchors@sco.theporch.com
Subject: Re: Heath Cap. checker
Message-ID: <9706298702.AA870230933@ccuucp.kacc.com>


     I'm a little behind in my reading:
     
     >At 08:53 PM 7/25/97 -0400, keng@uidaho.edu wrote:
     >I just aquired a Heathkit "Condenser Checker", no model number on it
     >anywhere.  It has a 1626 and what looks like a 1629 eye tube in it, and is
     >mounted in a little "lunch box".
     >
     >Is this thing the same thing that Avery has, the CT-1 ?
     >
     >Ken W7EKB
     >
     then Avery Comarow wrote:
     
     <I'd bet it's an earlier version of my CT-1.  Mine has a 6E5 or some such.
     Does it have a single rotary switch on the front--turn it one way to check
     <for opens, the other way to check for shorts? 
     -------
     I picked one up a month ago, mine has no number, 1629 eye, dial for 
     value, switch for function (cap. or res. value)/test voltage, and 
     spring return switch for applying test voltage to cap. (all as I 
     remember from a distance).  Mine works, voltages are very close to 
     label (surprize!).  I'd also like a schematic.
     
     73,
     Al, W8UT       al_parker@kacc.com
     Dublin,  CA
     
     A fanatic is one who doubles his efforts after forgetting his 
     objective.

------------------------------

Date: Tue, 29 Jul 97 23:33:44 EDT
From: w2ec@VNET.IBM.COM
To: boatanchors@sco.theporch.com
Subject: 8 pin octals (male/female) needed
Message-ID: <199707300336.DAA19806@sco.theporch.com>

Looking for a source of the 8 pin male/female octals to build a cable to
mate a Valiant with a Heath SB-10. (I know I have my old cable here somewhere,
but am going crazy trying to find it!). Will probably need these for future
projects anyway, so may as well start looking. New or used, doesn't matter,
as long as they can be made to work.

73, Ray  W2EC   w2ec@vnet.ibm.com

------------------------------

Date: Tue, 29 Jul 1997 23:57:05 -0400 (EDT)
From: Doug Hall <dhall@jps.com>
To: boatanchors@theporch.com
Subject: Hallicrafters SX-101A Comments (long)
Message-ID: <199707300357.XAA20996@passport.ipass.net>

Hi folks,
   I've seen very little written here about the SX-101A. Having used one
quite a bit for several months I thought I'd share some comments about this
wonderful receiver, and ask a few questions as well.
   Properly aligned (more on that in a moment), the SX-101A is plenty
sensitive, and A/B comparisons with my Kenwood 850SAT confirm this. VKs and
ZLs that are "weak but readible" on the 850 on 20m are generally readible on
the SX-101A. Even on 10m, the SX-101A performs extremely well, although the
bandspread on 10m leaves a bit to be desired.
   Speaking of alignment, it's my opinion that tweaking up the IF in the
SX-101A "by ear" is a bad idea. While the alignment instructions in the
manual are a little confusing (at least to me) they do work, and the result
is a symmetric passband. Here's a quick check you can perform to see if your
SX-101A's IF is aligned correctly: Select the 5 kc bandwidth and SSB LOWER.
Set the pitch control to "0". Now tune in an AM station and zero beat it. If
things are aligned properly you should be able to select SSB LOWER, SSB
UPPER, AM LOWER, or AM LOWER and have the signal sound pretty much the same.
If it doesn't, ie. if the pitch is different on either SSB setting, or if it
sounds "muddy" in AM UPPER or AM LOWER, then either your BFO needs
adjustment (see page 13) or your IF needs alignment.
   The SX-101A is reasonably stable. The oscillator filament stays on
whenever the receiver is plugged in, so if you're in habit of unplugging
your boatanchors when you're not using them you'll see a good bit more drift
at turn on than if you leave the receiver plugged in all the time. Don't
attribute to drift what may in fact be a problem with the tuning/dial
assembly. If the tuning capacitor (or the gear driving it) is not properly
lubricated then the receiver may appear to drift slightly over a period of
several minutes after you take your hand off the dial. You can prove to
yourself that this is not just oscillator drift because the direction of the
drift depends upon the direction you were tuning when you let go of the
dial. I believe this is caused by tension on the dial cord pulling back
against the "gunked up" gears. A good cleaning and lubrication works
wonders. (By the way, after looking at the SX-101A dial cord and dial
assembly, I've determined that I would rather have hot tar poured up my
nostrils than to have to restring the tuning dial on my SX-101A.)
   The AVC in the SX-101A works quite well on all modes, although for my
money the fast is not quite fast enough, and the slow is not quite slow
enough. When running QSK CW with an electronic T/R switch I find that the
decay in the fast position could stand to be a little faster. Of course, you
can always turn AVC off, adjust the RF gain, and be rid of the problem. The
fast position is fine for AM, and slow works well for SSB.
   The only real complaint I have about the SX-101A is in the area of
selectivity. There are 5 selections: .5, 1, 2, 3, and 5 kc, and that's
pretty much what you get for -6 dB. It's just that the bandwidth at -60 dB
is much wider than I'd like. It's probably normal for the circuit used, and
the only time it's really a problem is on CW when the band is really
crowded. Two other SX-101A's I've checked operate the same way. Has anyone
ever tried to improve the selectivity? The flip side is that the receiver
sounds very nice on AM, and being able to select the AM UPPER or AM LOWER
sideband often helps in getting rid of QRM on 75 or 40m AM.
   I've used the SX-101A with an HT-37 and a Johnson Ranger (mostly AM) with
great results. While the HT-32 is the "matching" transmitter and is
generally more in demand, the HT-37 can be had for less money and provides
the same performance and (some believe) better audio quality. (Like many
boatanchors, the HT-37 often gets an undeserved bad rap due to poor
maintenance and/or silly modifications.)
   That's my take on the SX-101A. It's one sweet receiver.
73,
Doug Hall, KF4KL



------------------------------

Date: Tue, 29 Jul 97 22:56:02 PDT
From: "Eric A. Jones" <eaj@hiwaay.net>
To: boatanchors@theporch.com
Subject: Swan 350
Message-ID: <MAPI.Id.0016.00616a20202020203030303330303033@MAPI.to.RFC822>

From: N4TGC Eric A. Jones, Florence, AL
(205) 764-0675  eaj@hiwaay.net

	Re: Swan 350:  from Eugene Rippen's "Tube Type Transmitter
Guide":  intro'd 1964, 400w PEP, 320 w input CW, 125 w AM.  Two 6HF5 fina=
l. Q-type VFO.  Xtal lattice filter.  Plug-in VOX $35; set $395
	From 1972 edition of Ham Buyer's Guide (publd by Yellow Sheets):  adds =
that it has dual-ratio tuning, ALC, AGC, S-meter, PTT, SSB supression 40d=
b, carrier 50db.  Price $420 in 1965.  5 1/2 x 13 x 11, 18 pnd.
Uses 117xc AC power supply/speaker($95), or #14-117 12vdc p/s ($130),
VX-1 VOX adapter $35.
	I've never owned the 350, but I have a 260, and I've had a 240.
They're all pretty rinky-dink (they were competing with Heatkit, et alia)=
,
but seem to work well enough.  They are a little crowded inside, consider=
ing their small size, but I like the 260/270 offerings 'cause they had =
the AC/DC supplies built in.  I don't know about the 350, but the 260 wil=
l not accept just any brand of 6JE6/6LQ6 final -- some brands are too tal=
l to fit the space alloted.
	Should you ever obtain a Swan 250 (the 6-meter-only tri-mode version), =
tell me, and I will come kill you for it . . . it needn't even work!  Hi!=
                           Hope this overview helps.   de N4TGC


------------------------------

Date: Wed, 30 Jul 1997 04:30:05 +0000
From: Billy Wiggins <bwigg@worldnet.att.net>
To: boatanchors@sco.theporch.com
Subject: 28v 50 amp generator MEP-025
Message-ID: <19970730043002.AAA13858@LOCALNAME>

 Anybody need a nice military MEP-025 28v 50 amp generator? Weighs about
125lbs, has load meter & voltmeter. Powered by a forced air cooled Mil
standard 2 cylinder OHV engine. It runs and generates fine. I have upgraded
to a 100 amp MEP-026 and no longer need it. Price $125. PICKUP ONLY in
Albany, Ga. I don't want to have to drain fluids and try to pack this beast.

Thanks,

Billy
Albany, Ga


------------------------------

End of BOATANCHORS Digest 1591
******************************

>From ???@??? Thu Jul 31 07:28:31 1997
Message-Id: <199707302203.WAA15318@sco.theporch.com>
Date: Wed, 30 Jul 1997 17:03:36 CDT
Subject: BOATANCHORS digest 1592

			    BOATANCHORS Digest 1592

Topics covered in this issue include:

  1) R-390A bal/unbal antenna inputs
	by Scott Robinson <spr@earthlink.net>
  2) Re: What is an EF-92 tube equivilent to???
	by Guido ROELS <on6rl@tornado.be>
  3) Re: WWII German RX Info Wanted
	by "ro" <otterstad@inet.uni-c.dk>
  4) WTB SX-42 parts
	by jackiv@juno.com (John M Iverson)
  5) Houston VRA Auction this weekend
	by bdhall@ghg.net (Benjamin D. Hall)
  6) Re: Houston VRA Auction this weekend
	by "Robert M. Bratcher Jr." <bratcher@worldnet.att.net>
  7) a Navy DAV-2 anyone?
	by marty@aa4rm.radio.org (locale for Marty Reynolds)
  8) have book for ha10 
	by leeboo@ct.net (Leon Wiltsey)
  9) B29 Aircraft Boatanchors
	by jproc@bellglobal.com (Jerry Proc)
 10) Re: R-390A bal/unbal antenna inputs
	by Al Klase <skywaves@bw.webex.net>
 11) Johnson Ranger Question
	by owens@stout.atd.ucar.edu (Chip Owens)
 12) RE:Icom Info
	by PACOBOY1@aol.com
 13) Cleaning the insulation of enameled wire
	by "Ornitz, Barry" <ornitz@eastman.com>
 14) Who wanted A14 atu ?
	by BEN NOCK <G4BXD@compuserve.com>
 15) pile of stuff available in Rochester NY
	by "Warren, Mike" <mwarren@fs.com>
 16) Re: B29 Aircraft Boatanchors
	by Bob Roehrig <broehrig@admin.aurora.edu>
 17) Re: Cleaning the insulation of enameled wire
	by "Chuck (Jack) Hawley" <c-hawley@uiuc.edu>
 18) Re: Johnson Ranger Question
	by Ed Tanton <n4xy@bellsouth.net>
 19) 4-400A pull wanted
	by john <johnmb@mindspring.com>
 20) FS/FT: Misc. tubes
	by Sandy W5TVW <ebjr@worldnet.att.net>
 21) B29 BAS
	by Andre Guibert <aguibert@sympatico.ca>
 22) Unusual RMEs
	by "Mike O'Brien" <mobrien@lib.drury.edu>
 23) goodnews about the spline wrenches
	by Jderm740@aol.com
 24) carbon mike wanted
	by Paul Bernhardt <bern@ppdu.nrl.navy.mil>
 25) How to buy on this net! (or how not to)
	by "John H. Dilks III" <oldradio@worldnet.att.net>
 26) Kee Bird Photographer
	by n5off@w5ddl.aara.org

----------------------------------------------------------------------

Date: Tue, 29 Jul 1997 23:28:34 +0100
From: Scott Robinson <spr@earthlink.net>
To: boatanchors@theporch.com
Subject: R-390A bal/unbal antenna inputs
Message-ID: <v03007800b0041e55da45@[153.34.139.158]>

Folks,

Well, there is an internal conversion done to enable use of the balanced
input with a long wire.  You swap two of the three mini-BNC connectors on
the antenna input block around; thereafter  you must ground one of the
twina connector pins and use t'other for the antenna.

Some units so converted have a label on the back to that effect.

This may explain how observations about performance using various
connnectors might vary.


Regards,



Scott Robinson
spr@earthlink.net

Junque is GOOD for you!



------------------------------

Date: Wed, 30 Jul 1997 07:16:13 +0000
From: Guido ROELS <on6rl@tornado.be>
To: boatanchors@sco.theporch.com
Subject: Re: What is an EF-92 tube equivilent to???
Message-ID: <3.0.1.16.19970730071613.23ef3d08@mailhost.tornado.be>



Dear Michael, the AVO valve data manual gives following equivalents for EF92:
CV131, 6CQ6, 6F12, 9D6, VP6, W77, 6F21.

Best regards, 73's de Guido, ON6RL. 

------------------------------

Date: Wed, 30 Jul 1997 09:49:29 +0200
From: "ro" <otterstad@inet.uni-c.dk>
To: <w4aos@his.com>, "Old Tube Radios" <boatanchors@theporch.com>
Subject: Re: WWII German RX Info Wanted
Message-ID: <199707300756.JAA13983@inet.uni-c.dk>

Ragnar Otterstad
email :   otterstad@inet.uni-c.dk


This   Torn E.b,  is a field receiver used by the W.W.2 German Army
-----

What do you need to know ?
73  Rag  OZ8RO


Collector of German WW2 radios

-----
> From: James R. Binkley <w4aos@his.com>
> To: Old Tube Radios <boatanchors@theporch.com>
> Subject: WWII German RX Info Wanted
> Date: 30. juli 1997 04:39
> 
> Hi gang.  A fellow ham at work brought in a WWII German receiver to show
> me today.  Its really immaculate inside and looks really interesting. 
> I'm asking for help in identifying it and maybe a schematic or other
> info so that I can encourage him to fire it up (that way, I'll get to
> play with it).  I'll describe it as best I can and hope someone
> recognizes it.  
> 
> The name/model/builder appears to be Torn E. B.  Serial # 316977  43 
> (is 43 the date of mfg?)
> 
> It is built into a box about 1 foot wide, 8-10 inches high and 8-10
> inches deep.  
> 
> There is a cover over the front panel which snaps onto the enclosure box
> with several clips, making a good weather tight seal.  The outside of
> the box is rough, but inside, all is new looking and smelling.
> 
> The set uses 4 tubes, type RV2 P800 ?? They are metal shielded cylinders
> about 1 inch in diameter, and 3-4 inches long.  There is a brass guide
> pin on the bottom, and the contacts are arranged radially near the top
> of the assembly.  There is a bakelite? part on top for pulling the tubes
> out, this part also serves as a key.  Inside the shielding cylinder I
> can see a glass vacuum tube.
> 
> The tube line-up appears to be two stages of RF amplification followed
> by a regenerative? detector.  I believe that the fourth tube is used as
> some kind of selective tone filter.
> 
> Frequency coverage is 96 KHz to 7095 KHz in 8 bands.
> 
> Band selection is by a knob on the front panel which turns a large
> sturdy turret with the coils on it.
> 
> The dial is a logging type scale 0-100, but for each band legends appear
> which contain approximate calibration, e.g. 50 on the dial = 6095 khz. 
> it also tells approximately how many KHz each dial division represents
> (neat!)
> 
> The other controls are regeneration, volume, antenna trim, on/off, and
> tone filter on/off
> 
> There is a 6 pin power plug on the lower left side of the panel.
> 
> The antenna connector is a binding post on the top right side of the
> panel.  A large brass one, and similarly the ground binding post is on
> the lower right side.
> 
> There are two sets of pin terminals for headphones.
> 
> Inside its really beautifully constructed (except maybe for the Nazi
> swastikas stamped here and there), many castings, everything screwed
> down with machine screws (no rivets or sheet metal screws ball bearings
> for the turret (really large ones, and libral use is made of ceramic
> insulators.  Its well shielded, there is an aluminum shield all around
> the set in addition to the box it is housed in. 
> 
> Sorry for the long post, thats about all I can say about it, hope
> someone recognizes it.
> 
> Thanks in advance Bob w4aos@his.com

------------------------------

Date: Wed, 30 Jul 1997 03:52:37 CDT
From: jackiv@juno.com (John M Iverson)
To: <boatanchors@sco.theporch.com>
Subject: WTB SX-42 parts
Message-ID: <19970730.040616.3334.0.jackiv@juno.com>

Hi gang, I need the cover for the tuning condensers, this has the " h "
embossed on it,also for the same radio,the cover for the dial mechanism.
The radio had a hard life, both will be alive and well, the repairs to
the dial drive / tuning  gears took three hours and 4 beers.
 in 60067, jackiv@juno.com

------------------------------

Date: Wed, 30 Jul 1997 06:14:37 -0500
From: bdhall@ghg.net (Benjamin D. Hall)
To: BoatAnchors@SCO.ThePorch.Com
Subject: Houston VRA Auction this weekend
Message-ID: <3.0.32.19970730061432.006decdc@mailman.ghgcorp.com>

For those who live in/near Houston or may find themselves here this Friday
and Saturday:

>Collectors, hobbyists, and anyone else interested in vintage radios, parts, 
>tubes, books, etc. The Houston Vintage Radio Association will be holding 
>their summer "Mega Auction" Friday night and Saturday afternoon on August
1 & 
>2 in the Lai Lai Suite of The Tides II Hotel, 6700 S. Main St. Houston, 
>Texas. These auctions bring out all kinds of neat stuff and are allot of
fun! 
>The phone number for the hotel is (713) 522-2811 if you are from out of town 
>and wish to stay there.

In the past, there have been some BA's at these auctions, and some test
equipment here and there, plus a fair amount of parts.  I go on the chance
of finding something good for a good price, since I live maybe 30 minutes
out.  Most of the people in HVRA are not into BA's but are into AM BC
stuff, so the BA's sometimes go inexpensively.

I can try and provide directions, but probably your best bet would be to
contact Mr. Werzner (I forget his first name) at mingqi53@earthlink.net.
You need to be a member to bid, and I cannot remember what the fee is, but
it isn't exhorborant.

Thanks and 73,
Ben
---
Benjamin D. Hall, ham radio callsign pending (yay!) - engine and radio
collector / operator extraordinaire.
Located in Houston, Texas, United States of America.
e-mail:  BDHall@ghg.net  web: http://www.ghgcorp.com/bdhall

------------------------------

Date: Wed, 30 Jul 1997 08:14:16 -0500
From: "Robert M. Bratcher Jr." <bratcher@worldnet.att.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Houston VRA Auction this weekend
Message-ID: <3.0.32.19970730081412.00868730@postoffice.worldnet.att.net>

I got the US mail on this yesterday. More comments below...

At 11:14 AM 7/30/97 +0000, you wrote:
>For those who live in/near Houston or may find themselves here this Friday
>and Saturday:
>
>>Collectors, hobbyists, and anyone else interested in vintage radios, parts, 
>>tubes, books, etc. The Houston Vintage Radio Association will be holding 
>>their summer "Mega Auction" Friday night and Saturday afternoon on August
>1 & 
>>2 in the Lai Lai Suite of The Tides II Hotel, 6700 S. Main St. Houston, 
>>Texas. These auctions bring out all kinds of neat stuff and are allot of
>fun! 
>>The phone number for the hotel is (713) 522-2811 if you are from out of
town 
>>and wish to stay there.
>
>In the past, there have been some BA's at these auctions, and some test
>equipment here and there, plus a fair amount of parts.  I go on the chance
>of finding something good for a good price, since I live maybe 30 minutes
>out.  Most of the people in HVRA are not into BA's but are into AM BC
>stuff, so the BA's sometimes go inexpensively.

Lots of parts and some BA's (every now & then) mainly shortwave recievers
although transmitters have shown up. Good to show up both days if you can.
Bidding starts at 7 PM friday & 1 PM Saturday. Auction registration is 2 to
6 PM Friday and 9 AM to 12 PM Saturday. No membership reqiurement for
sellers. Bidders must belong to the club which is $15 per year. About the
same as the Dallas Vintage Radio & Phonograph Society. I have belonged to
both clubs for 10 years (HVRA) and 6 years (VPRS).
In case your wondering I also live in the Houston TX area (NW Houston close
to HWY 290) and drive up to the Dallas club several times a year.
 
>I can try and provide directions, but probably your best bet would be to
>contact Mr. Werzner (I forget his first name) at mingqi53@earthlink.net.
>You need to be a member to bid, and I cannot remember what the fee is, but
>it isn't exhorborant.

Guy's first name is Bill.

>Thanks and 73,
>Ben
>---
>Benjamin D. Hall, ham radio callsign pending (yay!) - engine and radio
>collector / operator extraordinaire.
>Located in Houston, Texas, United States of America.
>e-mail:  BDHall@ghg.net  web: http://www.ghgcorp.com/bdhall

Hey Bill, Didn't know you belong to HVRA. Or are there several HVRA members
here?
If so then who are you?

Robert M. Bratcher Jr.
E-mail to: (modified to foil spammers)
bratcher at worldnet dot att dot net
Record collector, 8mm, super 8, 16 and 35mm Film collector.
Looking for prerecorded reel to reel tape albums.
I like old radio's too.
Collins, Hallicrafters, National & Hammurlund are my Favorites!

------------------------------

Date: Wed, 30 Jul 1997 09:33:22 -0400
From: marty@aa4rm.radio.org (locale for Marty Reynolds)
To: boatanchors@theporch.com
Subject: a Navy DAV-2 anyone?
Message-ID: <199707301333.JAA03177@aa4rm>


The Chesson AWA guide from several years ago calls the Navy DAV-2
a paratroop DF RX, 2.3-4.5 mhz... right in the BC611 neighborhood.

But yesterday I saw a pair of these neat, green, dry-batteried, 
miniature-tubed, wood-boxed babes.  There's a telescoping whip, 
a sense ant. switch (df, yup), a send-rcv sw. (whoa, send), and a 
mic(whoa again)-headphone connector pair.

This DF set transceives! (dawg will hunt)

The builder, Communications Corp. of Pompanmo Bch. is a mystery too.

What are these things?  Spl eqpt. for pre-operations paradropped
infiltrators?

Anyone out there seen one before?  Use, value, purpose?

Thanks for the read...


   Marty

------------------------------

Date: Wed, 30 Jul 1997 10:44:01 -0400 (EDT)
From: leeboo@ct.net (Leon Wiltsey)
To: BOATANCHORS@SCO.THEPORCH.COM
Subject: have book for ha10 
Message-ID: <199707301444.KAA06465@blue.ct.net>

HI Gang

Have  a manual for a hra10 xtal osc, I will copy for someone needing it. 
 THANK THE LORD FOR ALL YOU HAVE
 
68 yr old semidisabled senior
(stroke got my balance & hand to eye coordination)
ham agn as  KF4RCL TECK+  (MUCH HAPPINESS)
BUILD MOST OF MY STATION EQUIP
SUB.BA &  GB--  NO SOLID STATE

Leon B Wiltsey (Lee) 
4600 Lake Haven BLVD.
Sebring, Fl. 33872

SEBRING FL. WHERE THERE IS NO QRM THE LOCALS


------------------------------

Date: Wed, 30 Jul 1997 10:07:32 -0700
From: jproc@bellglobal.com (Jerry Proc)
To: "'boatanchors@theporch.com'" <boatanchors@theporch.com>
Subject: B29 Aircraft Boatanchors
Message-ID: <01BC9CD0.6BE176C0@jporc.bellglobal.com>

Dear BA'ers,

Last night, on public television, the network aired a show about a B29 =
bomber which crashed north of Thule Greenland while on a secret mission. =
The aircraft belly-landed and was in such good condition after 50 years, =
that a crew of dedicated aero engineers decided to retrofit the B29 with =
new engines, tires, propellors and fly it out on a runway constructed on =
the soft tundra.  To make a long story short, repairs took too long for =
the short summer so a takeoff was attempted near the end of the winter =
over a frozen lake. The aircraft caught fire during the taxi run just =
minutes short of takeoff. Luckily everyone escaped but the B-29 was =
burned beyond repair. The auxiliary power unit fuel tank had been ripped =
out of its mounts and spilled its contents over the hot engine. Just =
like the restorers, my heart saddened to see a piece of history go up in =
smoke.   =20

While watching the fire, I suddenly realized that this aircraft was =
probably loaded with original BA radios most of which were probably set =
to the last frequency that was in use prior to the belly landing 50 =
years ago. Had the mis-fortune not happened, we would now have a =
pristine example of a BA radio system to study. Does anyone know if =
there was any attempt to salvage anything from the aircraft after its =
fateful end? I don't imagine the BA's survived.

Regards,
Jerry Proc
jproc@bellglobal.com

------------------------------

Date: Wed, 30 Jul 1997 10:18:51 -0700
From: Al Klase <skywaves@bw.webex.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: R-390A bal/unbal antenna inputs
Message-ID: <33DF777B.5A22@webex.net>

Anchorites,

	The fact that the R-390/390A receivers have two antenna inputs seems to
cause perenial confusion.
	The "balanced" input is a low impedance primary winding on the
first-RF-amplifier-grid tuned circuit.  Both ends of this winding are
connected to the rear panel connector, and neither is grounded.  This
arrangement is exactly the same as the "A-A-G" "Doublet" connection on
all the classic civilian communication receivers.  If you don't have a
balanced antenna, just relax, ground one of the inputs and feed your
signal into the other.  The design-center input impedance at this point
is approximately 125 ohms.  HOWEVER, keep in mind that a two-to-one or
even four-to-one impedance mismatch on a receiver antenna input SHOULD
NOT BE CAUSE FOR A PANIC ATTACK.  It will work just fine.
	The "unbalanced" input connector is capacitively coupled to the top of
the first-RF-amp-grid tuned circuit.  This is a high-impedance input
intended for use with short antennas connected by short lengths of
shielded cable, for instance, a commo van with a 15-foot whip antenna.
	If you are using a random wire antenna, it's impedance will vary
between about 50 ohms at frequencies where it is an odd multiple of a
quarter wavelength to about 1200 ohms when it is an even multiple of a
quarter wavelength.  So, for the random-wire case you'll have to try
both connections to find the best one.  For my money, I'll connect the 
"long wire" to one side of the balanced input and live with it.  When
I'm going to stick 10 feet of wire on the back of the radio I'll use the
unbalanced input.
	One more thing,  a mismatched antenna, especially one connected to the
unbalanced input can detune the circuit.  Not to worry:  The antenna
trim control on the front panel takes care of this nicely.

Hope this helps,
Al
-- 
Al Klase - N3FRQ
skywaves@bw.webex.net
Flemington, NJ


------------------------------

Date: Wed, 30 Jul 1997 09:43:42 -0600 (MDT)
From: owens@stout.atd.ucar.edu (Chip Owens)
To: boatanchors@theporch.com
Subject: Johnson Ranger Question
Message-ID: <199707301543.JAA26439@atd.atd.ucar.EDU>

A friend has a newly acquired Ranger (original version).
There seems to be a discrepancy between the schematic
and the actual unit.

The PTT mod. is installed but there is no small sub-chassis
with V13-12AU7 or V14-6AL5. Not being familiar with this
particular rig I thought I'd ask someone who knows...

Should the keying circuit of V13 & V14 be in place on an
original Ranger? The schematic (dated 17 October 1957)
shows these two tubes and the keying circuit, but again,
the sub-chassis is not present on the actual set.

Any help would be gratefully appreciated.

Thanks!
Chip Owens, NW0O

------------------------------

Date: Wed, 30 Jul 1997 11:43:55 -0400 (EDT)
From: PACOBOY1@aol.com
To: boatanchors@theporch.com
Subject: RE:Icom Info
Message-ID: <970730114353_1423150441@emout02.mail.aol.com>

Thanks to all who responded to
my request.It look like I'm looking
for an IC-215. Anyone have one 
for sale?

                            ED
                            WB2WHQ 

------------------------------

Date: Wed, 30 Jul 1997 12:14:24 -0400
From: "Ornitz, Barry" <ornitz@eastman.com>
To: "'boatanchors@sco.theporch.com'" <boatanchors@sco.theporch.com>
Cc: "'ornitz@tricon.net'" <ornitz@tricon.net>,
        "'wb6zwc@ns.net'"
Subject: Cleaning the insulation of enameled wire
Message-ID: <c=US%a=_%p=Eastman%l=NTD150-970730161424Z-4674@ntd150.kpt.emn.com>

Richard, wb6zwc@ns.net, asked about methods for cleaning off the enamel
insulation of magnet wire and Litz wire.

If you are lucky enough to find it, there are enameled wires whose
insulation will come off cleanly with just the heat from a soldering
iron.  A solder pot is ideal for tinning the ends of these wires.

Today, however, most magnet wire is insulated with Formvar or similar
coatings.
These are tough, thermoset varnishes that seem to resist everything
except red heat!
In fact, if you only have one or two connections, heating the wire in a
flame to burn off the insulation works.  Use fine sandpaper to clean the
wire before soldering.

If you have lots of connections to make, or Litz wire in Richard's case,
a flame is not a good idea.  Richard noted trying mineral spirits and
acetone without success.  I will agree and add that NO SOLVENTS commonly
available will touch the stuff.  I have had moderate success with
dimethyl-formamide; I suspect hexafluoro-isopropanol will work too.  But
these are far too dangerous for ordinary use.

GC Electronics makes a product called Strip-X which is sold for just
this purpose.  Sadly, the bottle does not emphasize how dangerous this
stuff is with skin contact.
It is basically a mixture of phenol in caustic soda and it works best if
the wire is warmed first before dunking the wire in it.  Leave the wire
soaking for about 30 seconds, and the insulation can usually be wiped
off.

But wear chemically resistant gloves when doing this folks.  If you
spill some on the gloves, WASH IT OFF IMMEDIATELY, as it will soon eat
through the glove and into your hands.  If you get much of this
corrosive mix on your skin, it will not only cause some of the most
painful burns you have ever seen, it will be absorbed and can poison you
too.  So be VERY careful.

We use a slightly similar mixture (phenol and trichlorethylene) to
dissolve PET plastic (the soft drink bottle stuff) for certain tests.
In addition to safety glasses, face shields, lab aprons and gloves, we
have safety showers just outside the lab in case you spill any on you.
The procedure in case of skin contact is to run to the shower, turn it
on, and take off ALL your clothes.  You rinse for 15 minutes - before
you are taken to the medical department!

Don't take chances on your safety.  If you use Strip-X, do so wisely and
carefully.

	73, Barry L. Ornitz  ornitz@tricon.net

------------------------------

Date: Wed, 30 Jul 1997 13:05:46 -0400
From: BEN NOCK <G4BXD@compuserve.com>
To: Multiple recipients of l <boatanchors@sco.theporch.com>
Subject: Who wanted A14 atu ?
Message-ID: <199707301305_MC2-1BF3-7F1F@compuserve.com>

Hi, someone asked me about an A-14 atu some =

while ago. =


If you still need one, I have a spare one.

Ben G4BXD
MILITARY WIRELESS IN THE MIDLANDS MUSEUM

------------------------------

Date: Wed, 30 Jul 1997 12:32:12 -0500
From: "Warren, Mike" <mwarren@fs.com>
To: boatanchors@sco.theporch.com
Cc: baswaplist@foothill.net
Subject: pile of stuff available in Rochester NY
Message-ID: <7AD3538026F4D011A64F0060977D9076019B0293@email.fs.com>

(re-posted from rec.radio.swap - contact him, not me.)

> ----------
> > From: bill decker <kb2rmi@pop3.frontiernet.com>
> > Newsgroups: rec.radio.swap
> > Subject: Parts pile:Tubes, antennas, lotsa stuff (Roch. NY)
> > Date: Tuesday, July 29, 1997 7:54 PM
> > 
> > Eliminating years of "treasures" for elderly op in health care
> > facility...START YOUR OWN HAMFEST TABLE!!!!!!!!!!!
> > 
> > a good station wagon load of boxes containing literally thousands of
> > small parts like caps, relays, some tubes incl. 1 new 829 electron
> > tube, 30-40 others, meters, a couple of power supplies, a Jerrold
> mast
> > mounted TV amp w/PS, a Shure 450 desk mike,  endless wire jumpers,
> > conectors, heaven knows what....
> > Also a goodly pile of aluminum including a widespaced 10M 3 el, at
> > least one 3 el 11M beam, and others, all mixed together, but
> beaucoup
> > good parts to build from.
> > 
> > Want to make it go away, bring the car and some cash, or something
> to
> > horsetrade, Please I don't want to get into inventorying this, or
> > cherry picking and shipping parts. Just don't have the time.
> > Email please. kb2rmi@pop3.frontiernet.com
> > 
> > 
> 

------------------------------

Date: Wed, 30 Jul 1997 12:40:29 -0500 (CDT)
From: Bob Roehrig <broehrig@admin.aurora.edu>
To: Jerry Proc <jproc@bellglobal.com>
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: B29 Aircraft Boatanchors
Message-ID: <Pine.ULT.3.96.970730123502.24390A-100000@admin.aurora.edu>

On Wed, 30 Jul 1997, Jerry Proc wrote:

> 
> While watching the fire, I suddenly realized that this aircraft was
> probably loaded with original BA radios most of which were probably set
> to the last frequency that was in use prior to the belly landing 50
> years ago. Had the mis-fortune not happened, we would now have a
> pristine example of a BA radio system to study. Does anyone know if
> there was any attempt to salvage anything from the aircraft
> after its fateful end? I don't imagine the BA's survived.

Saw the program too. What a bummer, that happening to them.
Since the plane was on a frozen lake, I think it probably fell
thru the ice shortly thereafter since it was at the end of winter.
Doubt anything was recovered.

I did not see any BA's in that show. They pretty well ignored the
interior. Nor did they say what happened to the plane to make them
land there in the first place.

        E-mail broehrig@admin.aurora.edu           73 de Bob, K9EUI
            CIS: Data / Telecom   Aurora University, Aurora, IL
                      630-844-4898  Fax 630-844-5530


------------------------------

Date: Wed, 30 Jul 1997 12:35:51 -0500
From: "Chuck (Jack) Hawley" <c-hawley@uiuc.edu>
To: ornitz@eastman.com
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Cleaning the insulation of enameled wire
Message-ID: <33DF7B76.C0FC0E47@uiuc.edu>

Ornitz, Barry wrote:

> If you have lots of connections to make, or Litz wire in Richard's
> case,
> a flame is not a good idea.  Richard noted trying mineral spirits and
> acetone without success.  I will agree and add that NO SOLVENTS
> commonly
> available will touch the stuff.  I have had moderate success with
> dimethyl-formamide; I suspect hexafluoro-isopropanol will work too.
> But
> these are far too dangerous for ordinary use.
>
> GC Electronics makes a product called Strip-X which is sold for just
> this purpose.  Sadly, the bottle does not emphasize how dangerous this
>
> stuff is with skin contact.
>

I used to use an open flame and a small capfull of alcohol. I would heat
the Litz wire to red hot and plunge it into the alcohol. The individual
wires came out clean and shiny. Of course you have to have your head
screwed on straight being very careful of the flame and the alcohol. The
alcohol would sometimes ignite, but was a cool flame and easily put out
by smothering it.

Chuck.


--


Charles (Jack) Hawley Jr.
Amateur Radio: Chuck, KE9UW
BMW Motorcycles: AKA "Jack", BMWMOA #224  K100RS
Viki, BMWMOA #18120  K100RS
President, IBMWR
c-hawley@uiuc.edu
Sr. Research Engineer Emeritus
University of Illinois, Urbana-Champaign



------------------------------

Date: Wed, 30 Jul 1997 14:28:08 -0400
From: Ed Tanton <n4xy@bellsouth.net>
To: owens@stout.atd.ucar.edu
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Johnson Ranger Question
Message-ID: <3.0.1.32.19970730142808.00a967d0@mail.atl.bellsouth.net>

There was a serial number at which the differential keying circuit began to
be installed in Ranger I's... your Ranger I is older than that.

At 09:43 AM 7/30/97 -0600, Chip Owens wrote:
>A friend has a newly acquired Ranger (original version).
>There seems to be a discrepancy between the schematic
>and the actual unit.
>
>The PTT mod. is installed but there is no small sub-chassis
>with V13-12AU7 or V14-6AL5. Not being familiar with this
>particular rig I thought I'd ask someone who knows...
>
>Should the keying circuit of V13 & V14 be in place on an
>original Ranger? The schematic (dated 17 October 1957)
>shows these two tubes and the keying circuit, but again,
>the sub-chassis is not present on the actual set.
>
>Any help would be gratefully appreciated.
>
>Thanks!
>Chip Owens, NW0O
>
>
72/73 
__________________________________________________________
Ed Tanton   N4XY		             EMAIL: n4xy@bellsouth.net   
189 Pioneer Trail
Marietta, GA  30068-3466	       TEL: (770)579-3933 V/MBX/FAX
__________________________________________________________
QRP-ARCI #7663      G-QRP #6779     OK-QRP #172	QRP-L #758
AdvRC #140             NORCAL #1779              NCDXF             SEDXC

Life Member:          ARRL          AMSAT          INDEXA           QCWA
__________________________________________________________

INTERESTS:  DX   QRP   BoatAnchors  Test Equipment  Photography
CW: 99.9%    QRP: 95-100% (Mood swings!)    Mercury Paddle #0214
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~
"Think you can, think you can't: either way you're right!"      Henry Ford
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~

------------------------------

Date: Wed, 30 Jul 1997 14:38:33 -0400
From: john <johnmb@mindspring.com>
To: boatanchors@theporch.com
Subject: 4-400A pull wanted
Message-ID: <199707301842.OAA12614@brickbat9.mindspring.com>

        Does anyone have a 4-400 pull , or otherwise used
tube for sale at a reasonable cost, for use it debugging the
Globe King (and the GK's operator) 500C  I'm getting close to 
lighting off?
        Thanks!
        /John


------------------------------

Date: Wed, 30 Jul 1997 18:56:56 +0000
From: Sandy W5TVW <ebjr@worldnet.att.net>
To: boatanchors@theporch.com, glowbugs@www.atl.org, BASWAPLIST@FOOTHILL.NET
Subject: FS/FT: Misc. tubes
Message-ID: <19970730185651.AAB928@LOCALNAME>

        Hello gang,

        I have the following excess.  If you are interested, please let me
know and I'll quote prices/dicker/etc. via private e-mail.

5ea-5894
2ea-8505
2ea-6252
2ea-3C45
1ea-8072 (pullout)
6ea 6080
2ea 6528
2ea 6688
3ea 7788
3ea 3D21W
25ea- 25Z5
1ea 8560
1ea 8560 (pullout)
        Willing to trade for tubes I'm looking for or just sell, or what
have you?
73,


------------------------------

Date: Wed, 30 Jul 1997 15:02:17 -0400 (EDT)
From: Andre Guibert <aguibert@sympatico.ca>
To: boatanchors@sco.theporch.com
Subject: B29 BAS
Message-ID: <199707301902.PAA29936@smtp1.sympatico.ca>

        Bonjour
        To the best of my memory that B29 was on an
        ELINT mission and an engine problem made it to make
        an emergency landing.
        The crew was rescued and in case of sensitive
        equipment everything of importance was retreived,
        no security minded military corp would take a chance
        on possibly offering such a prize to the other side.
        Andre 
        Of The Acres of Boatanchors 
        
        


------------------------------

Date: Wed, 30 Jul 1997 14:36:11 -0500 (CDT)
From: "Mike O'Brien" <mobrien@lib.drury.edu>
To: boatanchors@theporch.com
Subject: Unusual RMEs
Message-ID: <Pine.A32.3.96.970730143057.20826A-100000@lib.drury.edu>

	I have come across two remarkably well-preserved examples of RME
receivers previously unknown to me -- the RME 50 and the RME 84.
	My reference books are packed away due to a house remodel, so I'm
asking for any BA wisdom that might be shared about these two receivers.
	The 50 looks almost like the 45 (Hank Van Cleef, are you there?).
The 84 looks sort of like an RME version of the Hallicrafters S-40.
	Any hints about desireability and fair value would be appreciated.
	73,
	Mike, K0MYW



------------------------------

Date: Wed, 30 Jul 1997 16:19:10 -0400 (EDT)
From: Jderm740@aol.com
To: boatanchors@theporch.com
Subject: goodnews about the spline wrenches
Message-ID: <970730161750_-1408082165@emout12.mail.aol.com>

Hi All
The spline wrenches arrived today. The bad news is the manufacturer went up
one dollar on the price. Therefore instead of $8.00 shipped I would like to
pass along the increase. Now $9.00 shipped. Otherwise I am in a negative
cashflow position. I wasn't making anything on this to begin with. Just
costs.

You can contact me at
John McDermott
PO box 8
Stratford, Ct 06497

or Jderm740@aol.com


------------------------------

Date: Wed, 30 Jul 1997 16:47:02 -0400 (EDT)
From: Paul Bernhardt <bern@ppdu.nrl.navy.mil>
To: boatanchors <boatanchors@theporch.com>
Subject: carbon mike wanted
Message-ID: <Pine.A32.3.91.970730164536.21688A-100000@ppdu.nrl.navy.mil>

Gang,
  I have a TS-13 handset with butterfly switch that needs a carbon 
microphone.  Does any one have one for sale?
Sincerely, Paul Bernhardt

Work:P.A. Bernhardt                Home: Paul Bernhardt, KF4FOR
     Code 6794                           5704 Ridge View Dr.
     Naval Research Laboratory           Alexandria, VA 22310
     Washington, DC 20375
Tel: 202-767-1096                        703-960-9656
FAX: 202-767-0631


------------------------------

Date: Wed, 30 Jul 1997 21:53:14 +0000
From: "John H. Dilks III" <oldradio@worldnet.att.net>
To: boatanchors@theporch.com
Subject: How to buy on this net! (or how not to)
Message-ID: <19970730215312.AAA1515@LOCALNAME>


      How to buy on this net! (or how not to)

To all,

   I listed several items on this net.  I sold some of them. This is what I
learned.

   One person did not have a return address on their envelope.
      If it wasn't delivered, it wouldn't have been returned.

   Three persons sent me a check and did not tell what they bought.
      If I buy something, I always send a copy of the message and
      specify what I bought.  It's not a problem if the seller is 
      only selling one item. But it could be a problem if the seller
      is selling many items (and they're not organized.)

   The rest sent some sort of indication with their payment of what they
ordered.  Thankfully, all sent their shipping address.

   So the tip is:

   Put your return address everywhere.  Tell the buyer what you ordered and
where you want it shipped.  A copy of the Email is helpful.  This helps keep
things moving.

                73' John Dilks, K2TQN
-----------------------------------
.=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-====-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=.
|          >>  New 5-24-97 on http://www.eht.com/oldradio <<         |
|             							     |
| 1).  Al Klase, N3FRQ's complete B-17 Radio Command Set, set-up.    |
| 2).  A "Chopper" used in 1920's Ham Transmitters for I.C.W.        |
| 3).  The B-i-g Radio Auction Results with 6 or 7 photos.           |
|                                                                    |
|        If you have an old (ver.1 type) Browser try...              |
|              http://www.cyberhost5.com/eht/oldradio                |
|   There's always something new about old radio on our Web Page.    |
|                   We update it every week!                         |
`=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-====-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=' 


------------------------------

Date: Wed, 30 Jul 1997 22:03:27 UTC
From: n5off@w5ddl.aara.org
To: boatanchors@theporch.com
Subject: Kee Bird Photographer
Message-ID: <58611@w5ddl.aara.org>

Some time back, I corresponded with a gent who was the photographer
on the Kee Bird recovery mission.  i think his name is Tim Wright, 
thewright1@aol.com

As I recall, he had some high quality slides of the plane, inside and out,
and could possibly answer the BA question.

Regarding the APU fire, Ive heard different stories that the APU was not 
original, that it was original, etc, but in any case, the fuel tank 
for whatever the APU was a five gallon can suspended above the unit
with a gravity feed.  When Darryl started the bouncing taxi, the
can and all hell broke loose.  

I also noticed they were taxing with the front ladder extended.

I would have had a good cry if I'd have been there.  So close . . 

73  Tom

------------------------------
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